Underground Concrete Transmixer




Underground Concrete Transmixer

TECHNICAL SPECIFICATIONS
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} Dimensions & Weight
Weight: 12.000 kg
Max. Weight: 22.800 kg
Length: 8.950 mm
Width: 2.000 mm
2.450 mm

Height:




Titan

} Diesel Engine } Electric System
Make / Model Deutz TCD 4.1 L4 Battery 2 x 24V - 90 Ah (750 A)
Max. Power 115 kW at 2300 rpm Protection IP65
Max. Torque 610 Nm at 1600 rpm Lights 2 x 55 W headlights
Engine emissions EU Stage IV / US EPA Tier 4 Final 2 x 55 W taillights
Diesel tank 1151 Turn signals and back-up light
Adblue tank 201 Drum rotation beacon
} Transmission } Hydraulic System
Make / Model Dana Spicer T24.000 Pump type: Variable displacement
Powershift Max. pressure: 190 bar
Full automatic 3-speed forward, 3-speed reverse Flow rate: 99 /min at 2200 rpm
Four-wheel drive Hydraulic oil tank: 1301
} Axles Return oil filter: 10 ym
Oil level, filtration and temperature indicators
Make / Model Dana Spicer 113
Type Planetary } Titan Closed Operator Cabin
Front +/- 8° oscillating

e Closed 2-person cabin
Rear Rigid « ROPS / FOPS level 2 certified
(EN IS0 3471:2008 / EN IS0 3449:2008)

} Performance . ' 3 g :
¢ Height adjustable, ergonomic seat with 3-point seat belt

Max Gradient 30% ¢ Cabin heater
Max Speed ¢ Rear view camera and LCD screen in operator cabin
1st gear 6,5 km/h e Levers and indicators for all driving controls
2nd gear 13,5 km/h i
D Chassis
3rd gear 24,5 km/h
Max. tractive effort 122 kN Type Articulated, high strength steel
Max. speed at 1:7 inclination } High Pressure Washer
Fully loaded 8 km/h
Empty 11 km/h Pump Drive Hydraulic
. . Pressure 135 bar
Inner Turning Radius 4.630 mm
Outer Turning Radius 7.400 mm ] Ui il
Hose Length 10m
P Tyres Water Tank 751
121020 D Miscellaneous
} Steering 2 x 4 kg portable fire extinguisher
Articulation, +/- 40° e Warning plates and decals
Orbitrol type e Amber flashing beacon lamp
* Basic tool set
} Braking System ¢ Back-up alarm and light
¢ 2 pcs wheel chock
Service Brake Disc brakes in oil bath in both axles
. . . . ¢ Front and rear tow bars
Parking Brake Spring applied hydraulic released o Bty il ar sl
} Concrete Drum } Options
Drum Volume 5,6 m3 « Diesel engine options
Max. Concrete Yield 4,5 m3 e Side view camera
Drive Hydraulic « Air conditioning in operator cabin
Drum Tilt Angle 13° e Automatic fire suppression system
Drum safety lock for filling ¢ 12V emergency steering
Adjustable rotating speed 0 - 15 rpm * Emergency release for parking brake
Manual filling hatch ¢ Automatic lubrication system

Hydraulically controlled shutter and chute ¢ Electromagnetic retarder
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